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Tree Spade  移栽挖树机
适用配装小型滑移装载机

特点 :

• 三个可选系列:
 15° 切入角型
 25° 改进切入型
 30° 锥角型 

• 标准电控 
 游戏棒编程控制液压阀
 

• 道口重叠保证须根干净切断
 

• 根球挖掘深度可调 
 通过导轨支架

• 宽开口设计使得
 挖掘对中更方便



Specifi cations and design are subject to change without notice and without liability, therefore, 
whenever applicable specifi cations are in accordance with SAE standards.

 A.  Height (overall) - blades up (open) 52.0'' 60.0" 72.0"
 B.  Height (overall) - blades down (closed) 51.75" 61.0" 76.25"
     C.  Height (shipping) - blades removed 33.0" 37.0" 44.38"
     D.  Frame Height 29.5" 29.5" 29.5"
  E. Digging Depth 20.0" 24.0" 32.0"
 F. Cutting Angle 15°  15°  15°
 G. Overall Transport Width (gate closed) 52.0" 68.0" 76.25"
 H. Width (overall) (gate open) 6.0" 81.0" 87.0"
 I.   Maximum Gate Opening 21.5" 41.0" 44.0"
 J. Overall Length (gate open) 52.0" 61.5" 94.25"
 K. Overall Transport Length (gate closed) 47.5" 51.5" 76.0"
 
    铲刀个数                             3               4                5
 Blade Sizes (ball diameter) 16’’, 18’’, 20’’, 24’’ 20’’, 24’’, 28’’, 32’’ 32’’, 36’’, 40’’, 44’’
 Tree Diameter (trunk caliper) 1.5’’ - 2.5’’  2’’ - 3.5’’ 3’’ - 4.5’’
 Ball Weight (lbs) 200# - 400#  300# - 900# 1000# - 2000#
 Flow Requirements (GPM) 10  10 10
 Minimum Operating Pressure (PSI) 2250  2250 2250
 Weight (lbs) (with blades) 1200#  1600# 3000#
 Rear Stabilizers Required (specify loader model)
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           radco’s 24" 32" and 44",  
 15 Series Tree Spades 
provide a unique, optimized root 
ball to retain more of the root 
system.  The exclusive dished 
undercutter cuts all roots & 
supports the ball in looser soil.

Bradco’s 15° truncated models 
feature fl at bottom, high tensile, 
abrasion resistant overlapping 
blades, & provide a sharp clean 
cut at a direct angle, without 
tearing or stretching the root 
system.  These easy changing 
blades better approximate a 
true round shape and multiple 
cylinders exert a more precise 
force around the ball.

Features include the same great 
“CLEGG” design with updated 
manufactured structures and 
hydraulics.         
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15 系列移栽挖树机 
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Text Box
15 系列移栽挖树机采用了先进的专利技术来保证树根球可以最大限度地包容树根系统。独特的底部铲刀确保树根下部松土有足够支撑。

15度切入角加上底部铲刀形成平底树根球（如下图）整个形状更合理。与25度、30度切入角相比，可以使根系损伤最小。重叠刀刃（采用3、4或5片铲刀，由树干直径而定）使得根球切割更干净利落。

全液压自动控制，驾驶室内遥控操作极其方便。
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